
June 28, 2021

Augustus Development LLC 
Attn: John Saraceno
117 Washington Avenue 
Pleasantville, NY

Re: 5 Ray Place, East Chester, NY
Vibration Monitoring and Pre-Construction Solutions

I. VIBRATION MONITORING

We will provide the necessary expertise, labor and equipment to provide ambient readings with 
digital display and on-site downloading capabilities for instant report access.

The seismograph will be installed into the locations specified by the SOE/monitoring plan 
provided and will be removed as per directed by client. The data will be available to the client 
via a central website and email notifications will be provided if 50% of the allowable vibration 
criteria (given in the SOE) has been reached.

        Reports

A complete vibration report shall be submitted each week along with all original records for 
your safe keeping. Additional reports, if required, can be prepared at an estimated rate for 
secretarial office time and report reproduction.
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2Vanguard Construction Solutions, LLC 5 Ray Place, East Chester, NY

EXISTING CONDITION INSPECTION

Vanguard Construction Solutions provide a detailed pre-construction survey and report of the surrounding 
buildings, yards, landscaping, parking lots, sidewalks (the project area) to establish a baseline record of 
these conditions for use in accessing any damage to those components that may be caused by project site 
remediation, site work and new construction. Vanguard shall visually inspect, digitally photograph, and 
record the conditions within the project area the along with exposed structural elements, including the 
foundations, exteriors and interior walls, floors, columns, beams, joists, lintels, roof level components 
including parapets and bulkheads, and general condition.

Vanguard shall record and report all exposed prominent defects such as water seepage, corrosion of 
reinforcement, subsidence, and other building defects. The inspection shall include inside each of the 
buildings within the project area, identify and document exposed cracked or bulging walls, sloping or 
sagging floors, gaps between walls and floors or walls and ceilings, rotted or defective joists or exposed 
beams in the basement, and any out-of-plumb structural elements.

 Retaining walls
 Adjacent Apartment Building




